
85 SERIES
•	 Premium standard tire for versatile application
•	 Tire offers the same load capacity at 40 and 50 km/h

Applications

MS951R

Size
2nd Size  
Marking

LI/SS Type Rim 
Recommended

Rim
Authorized

Section 
Width
(Rec Rim)

Overall 
Diameter 

Static Loaded 
Radius

Rolling  
Circumference

Speed  
Radius Index

* Available mid 2017 inch inch mm mm mm mm

250/85R24 * 9.5R24 109A8 / 109B TL W8 W7, W9 251 1035 471 3095 500

280/85R24 11.2R24 115A8 / 115B TL W10 W9 292 1086 491 3247 525

320/85R24 12.4R24 122A8 / 122B TL W11 W10 329 1154 517 3450 550

340/85R24 13.6R24 125A8 / 125B TL W12 W11 353 1188 530 3552 575

380/85R24 14.9R24 131A8 / 131B TL W13 W12 390 1256 557 3755 600

420/85R24 16.9R24 137A8 / 137B TL W15L W14L, DW14L, DW15L 438 1324 583 3959 625

280/85R28 11.2R28 118A8 / 118B TL W10 W9 292 1187 541 3549 575

320/85R28 12.4R28 124A8 / 124B TL W11 W10 329 1255 568 3752 600

340/85R28 13.6R28 127A8 / 127B TL W12 W11 353 1289 581 3854 625

380/85R28 14.9R28 133A8 / 133B TL W13 W12 390 1357 607 4057 650

420/85R28 16.9R28 139A8 / 139B TL W15L W14L, DW14L, DW15L 438 1425 634 4261 675

380/85R30 14.9R30 135A8 / 135B TL W13 W12 390 1408 633 4210 675

420/85R30 16.9R30 140A8 / 140B TL W15L W14L, DW14L, DW15L 438 1476 659 4413 700

460/85R30 18.4R30 145A8 / 145B TL W16L W14L, W15L 475 1544 686 4617 725

420/85R34 16.9R34 142A8 / 142B TL W15L W14L, DW14L, DW15L 438 1578 710 4718 750

460/85R34 18.4R34 147A8 / 147B TL W16L W15L, DW15L, DW16L 475 1646 737 4922 775

320/85R36 * 12.4R36 128A8 / 128B TL W11 W10 329 1458 669 4359 700

340/85R36 13.6R36 132A8 / 132B TL W12 W11 353 1492 682 4461 725

340/85R38 13.6R38 133A8 / 133B TL W12 W11 353 1543 708 4614 750

420/85R38 16.9R38 144A8 / 144B TL W15L W14L, DW14L, DW15L 438 1679 761 5020 800

460/85R38 18.4R38 149A8 / 149B TL W16L W15L, DW15L, DW16L 475 1747 788 5224 825

520/85R38 20.8R38 155A8 / 155B TL DW18L W16L, DW16L, W18L 536 1849 827 5529 875

460/85R42 * 18.4R42 156A8 / 156B TL W16L W14L, W15L 475 1846 837 5520 875

520/85R42 20.8R42 157A8 / 157B TL DW18L W16L, DW16L, W18L 536 1951 878 5833 925


